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DOWNTOWN NASHVILLE, DAVIDSON COUNTY, TENNESSEE

METRO GRADING PERMIT NOTE:
"The following information is distilled from Volume 1 of the Stormwater Management Manual
(SWMM), which is the governing Metro regulation. Grading Permits are NOT required for the
following activites:

1. Fill material contains only inert soil, rock, concrete without rebar and no more than 24 inches in
length, and/or brick rubble.

2. Fill is not in the 100-year floodplain and is less than five feet in vertical depth at its deepest point
as measured from the natural ground.

3. Does not result in a total quantity of more than 100 cubic yards of material being removed from,
deposited on, or disturbed on any lot, parcel, or subdivision thereof. 33 cubic yards

4. Does not impair existing surface stormwater management systems, constitute a potential erosion
hazard, or act as a source of sedimentation to any adjacent land or watercourse.

5. Has no fill placed on a surface having a slope steeper than five feet horizontal to one foot vertical
(steeper slopes can be allowed if justified by calculations for appropriate stabilization measure).

6. Has no final slopes steeper than one foot vertical to three feet horizontal (steeper slopes can be
allowed if justified by calculations for appropriate stabilization measures).

7. Has temporary or permanent soil stabilization measures applied to denuded areas within 15 days
of disturbance.

8. Does not contain hazardous substances.

9. Is not partial or totally in a watershed with outlet to a sinkhole or drainage well.

10. Does not result in the exposure or disturbance of more than 10,000 square feet of land. 3,600 SF

*****Since these conditions are met, we do not believe that a grading permit is required.

SITE

DEVELOPER
JOE BUCHER

SOUTHWEST VALUE PARTNERS
161 ROSA L. PARKS BLVD

NASHVILLE, TN 37203
jbucher @swvp.com

CIVIL
JOSH HUNTER

RAGAN SMITH & ASSOCIATES, INC.
315 WOODLAND STREET

NASHVILLE, TN 37206
(615) 244-8591

jhunter@ragansmith.com

CONTACTS
PROPERTY INFORMATION
STREET ADDRESS: 157 Rosa L Parks Blvd.
PROPERTY OWNER: Uptown Property Holdings, LLC
PARCEL ID & ACREAGE: 09305402500 = 0.44 AC

COUNCIL DISTRICT NUMBER: 19
DISTRICT COUNCIL MEMBER: FREDDIE O'CONNELL

SITE DATA

ZONING INFORMATION
ZONING CLASSIFICATION: DTC (Downtown Code)
ZONING OVERLAY DISTRICT: OV-ADE
COMM. CHARACTER POLICY: T6-DC (Downtown Core)
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SITE GENERAL NOTES:
1. Existing conditions taken from survey by: Ragan Smith, dated 2022.05.06.

2. The contractor shall verify the location of all existing utilities in the proximity of the construction
area and report any discrepancies to the owner's representative prior to beginning work.

3. The contractor shall conform to all local, state and federal codes and obtain all permits prior to
beginning work.

4. The contractor shall check all finished grades and dimensions and report any discrepancies to the
owner's representative prior to beginning work.

5. Dimensions are to the face of curb, edge of concrete and face of building unless noted otherwise.

6. Proposed building footprint is for graphic purposes only.  Contractor shall use the current
architectural drawings for building stakeout and verify that there are no discrepancies with these
plans.

7. All traffic markings shall conform to the manual of uniform traffic control device (MUTCD).  All
pavement marking shall be thermoplastic unless directed otherwise by the owner's representative.

8. All accessible ramps, parking spaces and accessible routes shall comply with the current ADA
requirements.

9. Exterior door landings shall be provided per the local building code.  Contractor shall coordinate
door locations and adjacent sidewalk/landing grades with these plans and report any discrepancies
to the owner's representative.

10. Maintain one set of as-built drawings on the job site for distribution to the architect/engineer upon
completion: include detention pond topo, all utility locations, and all new sidewalk ramps.
elevations for all sanitary and storm sewer structures shall be included, drawings shall include
vertical and horizontal information on all new utilities as well as existing utilities discovered during
construction. final drawings shall be produced and stamped by licensed surveyor.

11. Provide a smooth transition between existing pavement and new pavement. Field adjustment of
final grades may be necessary. Install all utilities prior to installation of pavement.

DEMOLITION NOTES:
1. The contractor will be required to remove all excavated materials and such items shall become

the property of the contractor.  All items shall be properly disposed of at an off-site location.  The
contractor shall outline any and all possible haul routes and shall be prepared to submit such to
the local jurisdiction public works department, the civil engineer and other authorities for
approval.

2. If, at any time, prior to or during the demolition work, hazardous material is encountered, the
contractor shall notify the owner's representative and appropriate governmental agency.

3. The contractor shall notify adjacent owners of work that may affect their property, potential noise,
utility outage or disruption.  Such operations shall be conducted by the contractor with minimum
interference to adjacent owners.  Adjacent egress and access shall be properly maintained at all
times.  Do not close or obstruct any roadways, parking or sidewalks without permission from the
adjacent owners or the local jurisdiction public works department.

4. Prior to the commencement of demolition/grading operations, all overhead and underground
utilities shall be located.  All removal and/or relocation of utilities shall be coordinated with the
respective utility companies.

5. The contractor will provide all necessary protective measures to safeguard existing utilities from
damage during construction of this project.  In the event that special equipment is required to
work over or around the utilities, the contractor will be required to furnish such equipment at no
additional cost to owner.

6. The contractor will be solely responsible for contacting all affected utilities prior to submitting his
bid to determine the extent to which utility disconnections and/or adjustments will have upon the
schedule of the work for the project.  Some utility facilities may need to be adjusted concurrently
with the contractor's operations, while some work may be required 'around' utility facilities that
will remain in place.  It is understood and agreed that the contractor will receive no additional
compensation for delays or inconvenience caused by the utility adjustment.

EROSION PREVENTION AND SEDIMENT CONTROLS:
1. All control measures must be properly installed and maintained in accordance with the

manufacturer's specifications, TDEC and local standards.

2. Design, inspection, and maintenance of BMPs described and shown on these plans shall be
consistent or exceed recommendations contained in the current edition of TDEC's Tennessee
erosion control handbook.

3. BMP capacity [sediment traps, silt fences, sedimentation ponds, and other sediment control]
shall not be reduced by more than 50% at any given time. if periodic inspections or other
information indicates a control has been used inappropriately or incorrectly, the contractor
must replace or modify the control for relevant site situations.

4. Where permanent or temporary vegetation cover is used as a control measure, the timing of
the planting is critical. planning for planting of vegetation cover during winter or dry months
should be avoided.

5. If sediment escapes the permitted area, off-site accumulations of sediment that have not
reached a stream must be removed at a frequency sufficient to minimize offsite impacts. The
contractor shall not initiate remediation/restoration of a stream without consulting the division
first. The NOI general permit does not authorize access to private property. arrangements
concerning removal of sediment on adjoining property must be settled by the contractor and
adjoining landowner.

6. Litter, construction debris, and construction chemicals exposed to storm water shall be picked
up prior to anticipated storm events or before being carried off of the site by wind or otherwise
prevented from becoming a pollutant source for storm water discharges. After use, materials
used for EPSC should be removed or otherwise prevented from becoming a pollutant source
for storm water discharge.

7. Erodible material storage areas (including overburden and stockpiles of soil) and borrow pits
are considered part of the site and should be addressed with appropriate bmp's accordingly.

8. Pre-construction vegetative ground cover shall not be destroyed, removed, or disturbed more
than 15 days prior to grading or earth moving unless the area is stabilized. contractor shall
sequence events to minimize the exposure time of graded or denuded areas. Clearing and
grubbing shall be held to the minimum necessary for grading and equipment operation.
Existing vegetation at the site should be preserved to the maximum extent practicable.

9. EPSC measures must be in place and functional before moving operations begin and must be
constructed and maintained throughout the construction period. Temporary measures may be
removed at the beginning of the workaday, but must be replaced at the end of the workday.

10. The following records shall be maintained on or near site: the dates when major grading
activities occur; the dates when construction activities temporarily or permanently cease or a
portion of the site; the dates when stabilization measures are initiated; inspection records and
rainfall records. Contractor shall maintain a rain gauge and daily rainfall records at the site, or
use a reference site for a record of daily amount of precipitation.

11. A copy of the SWPPP shall be retained on-site and should be accessible to the director and
the public. Once site is inactive or does not have an onsite location adequate to store the
SWPPP, the location of the SWPPP, along with a contact phone number, shall be posted
on-site. If the SWPPP is located off-site, reasonable local access to the plan, during normal
working hours, must be provided.

12. Off-site vehicle tracking of sediments and the generation of dust shall be minimized. A
stabilized construction access (a point of entrance/exit to a construction site) shall be
constructed as needed to reduce the tracking of mud and dirt onto public roads by construction
vehicles.

13. Inspections must be performed at least twice every calendar week. Inspections shall be
performed at least 72 hours apart. where sites or portions of construction sites have been
temporarily stabilized, or runoff is unlikely due to winter conditions or due to extreme drought,
such inspection has to be conducted once per month until thawing or precipitation results in
runoff or construction activities resumes. Inspection requirement do not apply to definable
areas that have been finally stabilized, as designed by the engineer. Written notification of the
intent to change the inspection frequency and the justification for such request must be
submitted to the local environmental field office, or the division's Nashville central office for
projects of TDOT or TVA. Should the division discover that monthly inspection of the division
discover that monthly inspections of the site are not appropriate due to insufficient stabilization
measures or otherwise, twice weekly inspections shall resume. The division may inspect the
site to confirm or deny the notification to conduct monthly inspections.

14. Inspectors performing the required twice weekly inspections must have an active certification
and a record of certification must be kept on site. Based on the results of the inspection, any
inadequate control measures or control measures in disrepair shall be replaced or modified, or
repaired as necessary, before the next rain event, but in no case more than 7 days after the
need identified.

15. Outfall points shall be inspected to determine whether EPSC measures are effective in
preventing significant impacts to receiving waters. Where discharge locations are inaccessible,
nearby downstream locations shall be inspected. Locations where vehicles enter or exit the
site shall be inspected for evidence of offsite sediment tracking.

SITE GRADING & STORM DRAINAGE NOTES:
1. Erosion control sediment barriers and tree protection barrier shall be installed prior beginning site

work.

2. No heavy equipment shall cross or be stored outside the limits of construction, within tree
protections zones,  or under the drip line of existing trees to remain.

3. Topsoil stripped from areas to be graded shall be stockpiled on site in a location approved by the
owner's representative.

4. Drainage shall be routed around stockpile locations for the duration of grading operations.
Erosion control measures shall be installed to prevent loss of topsoil material.

5. Prior to beginning construction, contractor shall review geotechnical report.

6. All cut and fill shall be performed under the direction/observation of the geotechnical engineer.

7. The suitability of soils for fill material shall be determined by the geotechnical engineer.

8. Unless directed otherwise by geotechnical engineer, all fill areas shall be raised in lifts not
exceeding 8” in thickness.  the relative compaction of each layer shall not be less than 95% of
the standard proctor maximum dry density (ASTM D-698) in all areas of fill within open areas and
98% of same specification for areas under roads, parking, sidewalks, building slabs, and
foundations.

9. All grading shall be completed to the grades indicated within these plans.  final grades shall
provide proper drainage and prevent standing water.

10. All storm drainage castings to be John Bouchard & Sons Co. or approved equal, unless
otherwise noted.

11. All storm drainage pipes to be RCP, Class III, unless otherwise noted.

12. Installation of pipe material shall be placed with a screen stone envelope and when under
pavement entire trench to be backfilled with screen stone to subgrade.  Size of stone, envelopes,
and trenches to be specified by municipalities for public lines and private lines to adhere to
common practices for installation requirements.

13. Existing structure castings to remain shall be adjusted to match new grade.

SITE CONSTRUCTION NOTES:
1. The necessary permits for the work shown on these site development plans will be obtained by

the contractor prior to commencement of any work on this project.  The contractor shall give all
necessary notices and obtain all permits and pay all fees involved in securing said permits.  He
shall also comply with all city, county and state building laws, ordinances or regulations relating
to the construction of the project.

2. The contractor shall be responsible for and shall bear all expenses of field staking necessary for
site and building layout.  All layout shall be performed in accordance with the site layout plan.

3. The location of existing piping and underground utilities, such as water and gas lines, electrical
and telephone conduits, etc., as shown on this portion of the plans have been determined from
the best available information by actual surveys, or taken from the records and drawings of the
existing utilities.  However, the civil engineer does not assume responsibility that, during
construction, the possibility of utilities other than those shown may be encountered or that actual
location of those shown may vary somewhat from the location designated on this portion of the
plans.  In areas where it is necessary that the exact locations of underground lines be known, the
contractor shall, at this own expense, furnish all labor and tools to either verify and substantiate
or definitively establish the location of the lines.

4. The contractor must understand that the work is entirely at his risk until same is accepted and he
will be held responsible for its safety by the owner.  Therefore, the contractor shall furnish and
install all necessary temporary works for the protection of the work, including barricades, warning
signs, and lights.

5. The site development portion of this project will be subject to the inspection and final approval of
the local planning, codes, water and sewer departments (and/or utility districts),
engineering/public works departments and fire marshal's office.

6. If, during the construction of the site development portion of this project, a question of intent or
clarity arises from either the plans or specifications, the contractor will immediately bring the
matter to the attention of the civil engineer or owner's representative for resolution before the
affected work items are initiated or pursued further.

7. The contractor will exercise extreme caution in the use of equipment in and around overhead
and/or underground power lines.  If at any time in the pursuit of this work the contractor must
work in close proximity of the above-noted lines, the electric and/or telephone companies shall
be contacted prior to such work and the proper safety measures taken.  The contractor should
make a thorough examination of the overhead lines in the project area prior to the initiation of
construction.

8. The contractor shall be responsible for any damage done to the premises or adjacent premises,
or injuries to the public during the construction of the work, caused by himself, his
subcontractors, or the carelessness of any of his employees.

SITE UTILITY NOTES:
1. All materials and workmanship for utility lines and appurtenances shall be in strict compliance with

the governing utility company and local codes.  Prior to construction contractor shall notify utility
company.  (see utility contact information)

2. Contractor shall coordinate site electrical, gas, telephone, and cable with the respective utility
company for service layout and design information.  Any proposed layout of these utilities
depicted on these drawings is graphical only and not intended to represent design of these
utilities.

3. Prior to commencement of construction, contractor shall obtain all permits and pay any required
tap and connection fees.

4. All trenching, pipe laying and backfilling shall be in accordance with federal OSHA regulations.

5. Site contractor shall construct all utility services to within 5' of building.

6. Contractor shall be responsible for coordinating the sequencing of construction for all utility lines
to avoid conflicts.

7. Contractor shall coordinate size and location of water, sewer and stormwater connections to the
building as depicted on the building mechanical plans and the site utility plan and notify the
engineer or owner's representative of any discrepancies.

8. Water services lines ¼” - 3” shall be Type-K copper and 4” or larger shall be ductile iron pipe -
Class 52 unless otherwise required by utility company.

9. Fire line installation and thrust blocking location and sizing shall be per N.F.P.A. and local fire
department requirements.

10. Water meter manufacturer/model number and vault specifications shall be per the water utility
company.

11. Backflow device (RPBP/DDCVA) manufacturer/model number shall be per the water utility
company.

12. Contractor shall install hot box enclosure (pre-finished dark green) on all exterior above-ground
backflow devices.  Domestic and fire backflow devices shall be heated.  Contractor shall
coordinate providing appropriate electrical service to backflow device.

13. Contractor shall coordinate location of backflow device with the building mechanical drawings.

14. Sanitary sewer service lines shall be SDR 35 PVC unless specified otherwise.

15. Maintain a 10' horizontal and 18” vertical separation between sanitary sewer and water lines.

16. All fire line mains to be installed by licensed fire protection contractor.

17. Installation of pipe material shall be placed with a screen stone envelope and when under
pavement entire trench to be backfilled with screen stone to subgrade.  Size of stone, envelopes,
and trenches to be specified by municipalities for public lines and private lines to adhere to
common practices for installation requirements.

18. Contact local fire department before locating and installing fire department connection. Location
and type subject to change to meet required codes.

19. Coordinate with local utility and/or fire department on approved meter, fire hydrant, reduced
pressure backflow preventor, and double detector check valve assembly and vault manufacturers.

20. Detailed water and sanitary sewer plans and shop drawings to be approved by jurisdictional
agencies prior to construction.

21. Any existing water or sewer service that will no longer remain active at the completion of
construction must be removed and capped at the main. All trench work and paving repair shall
comply with current metro public works standards.

GEOTECHNICAL NOTE:

1. No geotechnical study has been conducted on this site. However, the design for the site
improvements shown on this plan has relied on experience with similar projects and similar
soil/site conditions. If, in the pursuit of this work by the contractor, conditions or circumstances
are encountered that are different than reflected in these plans or that appear to impact the
scope of the work, the contractor will immediately notify the civil engineer, and the
owner/developer before any remedial course of action or design change is initiated. All parties
(owner, civil engineer, proper governmental agencies, and contractor) must be in agreement
and the magnitude of the cost/time required for the measures established.

TREE PROTECTION NOTES:
1. Any required excavation in or around the protection zone to accommodate underground services,

footings, etc., shall be indicated on the plan, and shall be excavated by hand.  In addition, related
root pruning shall be accomplished by a certified arborist via ANSI A-300-95 standard so as to
minimize impact of the general root system.

2. The storage of building materials or stockpiling shall not be permitted within the limits of or against
the protection barriers.

3. Trees within the protection barriers must be adequately cared for throughout the construction
process (i.e., they must be watered sufficiently, particularly if the tree's root system has been
disturbed by excavation).  Fill shall not be placed upon the root system in such a manner as to
endanger the health or life of the affected tree.

4. Tree protection barrier shall be constructed prior to the issuance of any permits and shall remain
intact throughout the entire period of construction.

FEMA FLOOD NOTE:
1. By scaled map location and graphic plotting only, this property lies within flood zone "X"

(other areas), as designated on current Federal Emergency Management Agency Map No.
47037C0241H, with an effective date of April 5, 2017, which makes up a part of the National
Flood Insurance Administration report; Community No.470040, Panel No.0241, Suffix H -,
which is the current Flood Insurance Rate Map for the community in which said premises is
situated. Said map defines zone "X" (other areas) under "other areas" as areas determined
to be outside the 0.2% annual chance floodplain.FINAL STABILIZATION NOTES:

1. Upon completion the following methods shall be used as final stabilization for erosion control.

2. All temporary or "during construction" erosion control measures shall be removed. (i.e. silt
fence, construction entrance, inlet protection, excessive riprap, etc.)

3. Sediment accumulation shall be removed from detention pond, swales, ditches, inlets, and
outfalls.

4. Sediment and debris removed shall be disposed of properly. If contamination of materials
suspected, contact TDEC or local waste management for proper disposal. 

5. All areas of exposed soils shall receive seed/straw, sodding, erosion control matting, and/or
mulch.

6. All swales and ditches shall have a healthy stand of grass.

7. All outfalls shall possess an appropriate amount of riprap or other approve means to prevent
scouring.
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TOTAL MATERIAL DISTURBANCE
CUT FILL

31 YD3 2 YD3

METRO GRADING PERMIT NOTE:
"The following information is distilled from Volume 1 of the Stormwater Management Manual (SWMM),
which is the governing Metro regulation. Grading Permits are NOT required for the following activites:

1. Fill material contains only inert soil, rock, concrete without rebar and no more than 24 inches in
length, and/or brick rubble.

2. Fill is not in the 100-year floodplain and is less than five feet in vertical depth at its deepest point as
measured from the natural ground.

3. Does not result in a total quantity of more than 100 cubic yards of material being removed from,
deposited on, or disturbed on any lot, parcel, or subdivision thereof. 33 cubic yards

4. Does not impair existing surface stormwater management systems, constitute a potential erosion
hazard, or act as a source of sedimentation to any adjacent land or watercourse.

5. Has no fill placed on a surface having a slope steeper than five feet horizontal to one foot vertical
(steeper slopes can be allowed if justified by calculations for appropriate stabilization measure).

6. Has no final slopes steeper than one foot vertical to three feet horizontal (steeper slopes can be
allowed if justified by calculations for appropriate stabilization measures).

7. Has temporary or permanent soil stabilization measures applied to denuded areas within 15 days of
disturbance.

8. Does not contain hazardous substances.

9. Is not partial or totally in a watershed with outlet to a sinkhole or drainage well.

10. Does not result in the exposure or disturbance of more than 10,000 square feet of land. 3,600 SF

*****Since these conditions are met, we do not believe that a grading permit is required.
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VERTICAL CURB & LIGHT DUTY
ASPHALT PAVEMENT

CONCRETE WALK

EROSION/SILTATION FENCE WEIGHTED SEDIMENT TUBE (TCP-14)
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PARKING PERIMETER LENGTH: ±150 ft.
TREES REQUIRED: 5 TREES (150 ft. / 30)
TREES PROPOSED: 4 TREES (SEE NOTE)
SHRUBS PROPOSED: 39 SHRUBS

NOTE: ALL PROPOSED TREES SHOWN AT LEAST 15' FROM PROPOSED SITE LIGHTING
TO AVOID CONFLICTS. DUE TO THIS REQUIREMENT, ONLY 4 TREES COULD BE
ACCOMMODATED.
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L2.1

PLANTING NOTES:
1. ANY SERIES OF TREES TO BE PLACED IN A PARTICULAR ARRANGEMENT WILL BE FIELD CHECKED

FOR ACCURACY. ANY PLANTS MISARRANGED WILL BE RELOCATED.
2. SOIL USED IN BACKFILLING PLANTING PITS SHALL BE TOPSOIL AND MIXED WITH 25% PEAT BY

VOLUME. EXCEPT FOR ERICACEOUS PLANTS, VERY ACID OR SOUR SOIL (SOIL HAVING A pH less
than 6) SHALL BE MIXED WITH SUFFICIENT LIME TO PRODUCE A SLIGHTLY ACID REACTION (A pH of
6.0 to 6.5). ADD 10-10-10 COMMERCIAL FERTILIZER AT THE RATE OF 2 POUNDS PER CUBIC YARD.
MIX BOTH FERTILIZER AND PEAT THOROUGHLY BY HAND OR ROTARY TILLER.

3. SOIL USED IN BACKFILLING ERICACEOUS PLANTS SHALL BE TOPSOIL MIXED WITH 50% PEAT BY
VOLUME.  ADD 5-10-5 COMMERCIAL FERTILIZER AT THE RATE OF 5 POUNDS PER CUBIC YARD. MIX
BOTH FERTILIZER AND PEAT THOROUGHLY BY HAND OR ROTARY TILLER.

4. UPON SECURING PLANT MATERIAL AND BEFORE INSTALLATION, THE CONTRACTOR SHALL NOTIFY
THE LANDSCAPE ARCHITECT OR OWNER'S REPRESENTATIVE FOR A PRE-INSTALLATION
INSPECTION TO VERIFY ALL PLANT MATERIAL MEETS SPECIFICATION. MATCH TREES OF SAME
SPECIES IN GROWTH CHARACTER AND UNIFORMITY.

5. APPLY HERBICIDE (TREFLAN OR EQUIVALENT) TO ALL PLANT BEDS PRIOR TO PLANTING FOR
NOXIOUS WEED CONTROL AT A RATE OF 2 POUNDS PER 1,000 SQUARE FEET.

6. CONTRACTOR SHALL SUBMIT A 10 OUNCE SAMPLE OF THE TOPSOIL PROPOSED TO A TESTING
LABORATORY FOR ANALYSIS. SUBMIT TEST RESULTS WITH RECOMMENDATIONS FOR SUITABILITY
TO THE OWNER'S REPRESENTATIVE FOR APPROVAL.

7. PLANTS SHALL BE ORIENTED FOR BEST APPEARANCE AND VERTICAL.ALL NON-BIODEGRADABLE
ROOT CONTAINERS SHALL BE REMOVED.

8. SELECTIVELY TRIM TREE BRANCHES BY 25%, MAINTAINING NATURAL SHAPE.  PRUNE ALL DEAD
AND BROKEN BRANCHES IN TREES AND SHRUBS.  REMOVE TAGS, TWINE OR OTHER
NON-BIODEGRADABLE MATERIAL.

9. SCARIFY SUBSOIL IN PLANTING BEDS TO A DEPTH OF 3 INCHES. ALL PLANTING BEDS SHALL
RECEIVE A MINIMUM OF 6 INCHES OF TOPSOIL.

10. CONTRACTOR SHALL PROVIDE SMOOTH, NEATLY TRENCHED (3 INCH DEEP) BED EDGES.
11. ALL PLANTING BEDS TO HAVE A MINIMUM 4 INCH DEEP PINE BARK MULCH, PINE STRAW MULCH

OR OTHER MULCH AS SPECIFIED.
12. DIMENSIONS FOR TRUNK CALIPER, HEIGHTS, AND SPREAD SPECIFIED ON THE MATERIAL

SCHEDULE ARE A GENERAL GUIDE FOR THE MINIMUM REQUIRED SIZE OF EACH PLANT. QUALITY
AND SIZE OF PLANTS, SPREAD OF ROOTS AND SIZE OF BALLS SHALL BE IN ACCORDANCE WITH
A.N.S.I. Z60.1 “AMERICAN STANDARD FOR NURSERY STOCK” (CURRENT EDITION) AS PUBLISHED
BY THE AMERICAN ASSOCIATION OF NURSERYMEN, INC.

13. TREES OF THE SAME SPECIES SHALL HAVE THE FOLLOWING CHARACTERISTICS: MATCHED BY
BRANCHING HEIGHT, CALIPER, HEIGHT OF TREE, SPREAD OF BRANCHES AND BRANCHING
STRUCTURE, AND OVERALL CANOPY SHAPE.

14. THE QUANTITIES INDICATED ON THE MATERIAL SCHEDULE ARE PROVIDED FOR THE BENEFIT OF
THE CONTRACTOR, BUT SHOULD NOT BE ASSUMED TO ALWAYS BE CORRECT. IN THE EVENT OF A
DISCREPANCY, THE PLANTING PLAN (PLANT SYMBOLS) WILL TAKE PRECEDENCE OVER THE
MATERIAL SCHEDULE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS/HER OWN QUANTITY
CALCULATIONS AND THE LIABILITY PERTAINING TO THOSE QUANTITIES AND ANY RELATED
CONTRACT DOCUMENTS AND/OR PRICE QUOTATIONS.

15. CONTRACTOR TO WARRANTY ALL MATERIAL FOR ONE YEAR AFTER DATE OF FINAL ACCEPTANCE.

TYPICAL TREE PLANTING
NOT TO SCALE

CENTRAL LEADER

4" MULCH AS SPECIFIED (DO
NOT INSTALL MULCH IN
CONTACT WITH THE TREE
TRUNK)

FINISH GRADE

FERTILIZER TABLETS

COMPACTED SUBGRADE

DIG A WIDE & SHALLOW HOLE
AND INSTALL PLANTING SOIL
MIX AS  SPECIFIED.

TAMP SOIL SOLIDLY AROUND
BASE OF ROOT BALL FIRMLY
WITH FOOT PRESSURE SO
THAT ROOT BALL DOES NOT
SHIFT. BACKFILL WITH
TOPSOIL IN 6-8" LAYERS.
WATER EACH LAYER UNTIL
SETTLED. TO PREVENT AIR
POCKETS. DO NOT TAMP
AFTER WATER.

SCARIFY OUTER 12"
PERIMETER BASE OF ROOT
BALL PIT 6" TO LOOSEN ALL
HARDENED SOIL

CUT BACK BURLAP AND
WIRE BASKET AND REMOVE

A MINIMUM OF 1/3 OF THE
DEPTH OF THE ROOT BALL.
REMOVE ALL STRING FROM

THE ROOT BALL AND
AROUND TRUNK.

PLACE ROOT BALL ON
UNEXCAVATED OR

TAMPED SOIL

NOTES:
1. DO NOT STAKE TREES UNLESS APPROVED BY THE LANDSCAPE ARCHITECT. IF STAKED, REMOVE AFTER ONE GROWING

SEASON.
2. DO NOT WRAP TREE TRUNKS UNLESS APPROVED BY THE LANDSCAPE ARCHITECT. REMOVE AFTER PLANTING.
3. NON-BIODEGRADABLE BURLAP TO BE REMOVED.
4. DO NOT PRUNE TREE AT PLANTING EXCEPT FOR SPECIFIC STRUCTURAL CORRECTIONS (CROSSOVER LIMBS /

CO-DOMINANT LEADER / DEAD BRANCHES). DO NOT REMOVE TERMINAL BUDS OF THE BRANCHES THAT EXTEND TO THE
EDGE OF THE CROWN.

5. MARK THE NORTH SIDE OF THE TREE IN THE NURSERY & ROTATE TREE TO FACE NORTH AT THE SITE WHENEVER
POSSIBLE.

6. SET ROOT BALL FLUSH TO FINISH GRADE (OR 2-3" HIGHER IN POORLY DRAINING SOILS). TRUNK ROOT FLARE MUST BE
VISIBLE AND/OR ABOVE FINISH GRADE. DO NOT COVER TOP OF ROOT BALL WITH SOIL.

2X ROOT BALL DIAMETER
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TYPICAL MULCH RING SIZING CHART

CALIPER MIN. ROOT
BALL DIAMETER

MULCH RING
DIAMETER

1" 16" 4' MIN.

1.5" 20" 4-6' MIN.

2" 2'-0" 6' MIN.

2.5" 28" 6-8' MIN.

3" 32" 8' MIN.

3.5" 38" 8-10' MIN.

4" 42" 10' MIN.

5" 54" 12' MIN.

6" 60" 12-14' MIN.

7" 70" 16' MIN.

8" 80" 20' MIN.
TREE CALIPER
(SEE CHART)

PLAN VIEW

TREE MULCHING
NOT TO SCALE

SHRUB PLANTING
NOT TO SCALE

4" MULCH AS SPECIFIED (DO
NOT INSTALL MULCH IN
CONTACT WITH THE TREE
TRUNK)
FINISH GRADE

FERTILIZER TABLETS

COMPACTED SUBGRADE

DIG A WIDE & SHALLOW
HOLE AND INSTALL

PLANTING SOIL MIX AS
SPECIFIED.

TAMP SOIL SOLIDLY
AROUND BASE OF ROOT
BALL FIRMLY WITH FOOT

PRESSURE SO THAT ROOT
BALL DOES NOT SHIFT.

BACKFILL WITH TOPSOIL IN
6-8" LAYERS. WATER EACH
LAYER UNTIL SETTLED. TO

PREVENT AIR POCKETS. DO
NOT TAMP AFTER WATER.

SCARIFY OUTER 12" PERIMETER
BASE OF ROOT
BALL PIT 6" TO LOOSEN ALL
HARDENED SOIL

CUT BACK BURLAP AND WIRE
BASKET AND REMOVE A
MINIMUM OF 1/3 OF THE DEPTH
OF THE ROOT BALL. REMOVE
ALL STRING FROM THE ROOT
BALL AND AROUND TRUNK.PLACE ROOT BALL ON

UNEXCAVATED
OR TAMPED SOIL

NOTES:
1. NON-BIODEGRADABLE BURLAP TO BE REMOVED.
2. MARK THE NORTH SIDE OF THE TREE IN THE NURSERY AND ROTATE TREE TO FACE NORTH

AT THE SITE WHENEVER POSSIBLE.
3. SET ROOT BALL FLUSH TO FINISH GRADE (OR 2-3" HIGHER IN POORLY DRAINING SOILS).

TRUNK ROOT FLARE MUST BE VISIBLE AND/OR ABOVE FINISH GRADE. DO NOT COVER TOP
OF ROOT BALL WITH SOIL.

6" CULTIVATED SOIL

6" CULTIVATED SOIL AND
SPECIFIED SOIL MIX

6" SPECIFIED SOIL MIX

J. HUNTER

NOT TO SCALE

SODDING NOTES:
1. AREAS INDICATED FOR SOD SHALL BE TURF-TYPE TALL FESCUE, A BLEND OF 3-5 VARIETIES

(ADDRESSING BOTH COLD HARDINESS AND DROUGHT TOLERANCE) FROM THE TOP 10%
SELECTIONS IN THE NATIONAL TURFGRASS EVALUATION PROGRAM (N.T.E.P)  TALL FESCUE
TRIALS, MOST RECENT EVALUATION YEAR (WWW.NTEP.ORG). MINIMUM AGE SHALL BE 18
MONTHS, WITH ROOT DEVELOPMENT THAT WILL SUPPORT ITS OWN WEIGHT WITHOUT TEARING
WHEN SUSPENDED VERTICALLY BY HOLDING THE UPPER TWO CORNERS.

2. SUBMIT SOD CERTIFICATION FOR GRASS SPECIES AND LOCATION OF SOD SOURCE. INCLUDE
CERTIFICATION THAT SOD IS FREE OF DISEASE, NEMATODES, UNDESIRABLE INSECTS, AND
QUARANTINE RESTRICTIONS.

3. SOD SHALL BE DELIVERED ON PALLETS. STORE SOD AT A LOCATION PROTECTED FROM
DAMAGING WINDS.

4. APPLY 6-12-12 COMMERCIAL TYPE FERTILIZER, WITH 50% OF THE ELEMENT DERIVED FROM
ORGANIC SOURCES AT A RATE RECOMMENDED BY THE MANUFACTURER. APPLY AFTER SMOOTH
RAKING OF TOPSOIL AND NO MORE THAN 48 HOURS BEFORE LAYING SOD. MIX THOROUGHLY IN
THE UPPER 2 INCHES OF TOPSOIL AND LIGHTLY WATER TO AID BREAKDOWN.

5. LIGHTLY MOISTEN AREA TO RECEIVE SOD IMMEDIATELY PRIOR TO LAYING SOD.
6. LAY SOD TIGHTLY WITH NO OPEN JOINTS VISIBLE AND NOT OVERLAPPING. STAGGER END JOINTS

A MINIMUM OF 12 INCHES AND DO NOT STRETCH SOD PIECES.
7. ON SLOPES 6 INCHES PER FOOT AND STEEPER, LAY SOD PERPENDICULAR TO SLOPE AND

SECURE EVERY ROW WITH WOODEN PEGS AT AN MAXIMUM 2 FEET O.C. DRIVE PEGS FLUSH WITH
SOD PORTION OF SOD.

8. PRIOR TO PLACING SOD ON SLOPES OF 8 INCHES PER FOOT AND STEEPER, PLACE JUTE
EROSION CONTROL MESH OVER TOPSOIL. SECURELY ANCHOR IN PLACE WITH PEGS SUNK
FIRMLY INTO THE GROUND. CONTRACTOR SHALL SUBMIT 12” X 12” SAMPLES OF JUTE MESH FOR
REVIEW TO LANDSCAPE ARCHITECT OR OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

9. IMMEDIATELY AFTER INSTALLATION, WATER SODDED AREAS TO A DEPTH OF 4 INCHES.
10. AFTER SOD AND SOIL HAVE DRIED, ROLL SODDED AREAS TO ENSURE A GOOD BOND BETWEEN

SOIL AND SOD. ROLLER SHALL NOT EXCEED 150 POUNDS.
11. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING (MOWING, TRIMMING, WATERING) THE

SOD UNTIL THE INSTALLATION IS INSPECTED AND ACCEPTED BY THE OWNER'S REPRESENTATIVE.
12. THE CONTRACTOR SHALL REPLACE SOD AREAS THAT SHOW DETERIORATION FOR A PERIOD OF

ONE YEAR AFTER ACCEPTANCE OF THE INSTALLATION.  REPLACE DETERIORATED MATERIAL
WITH SOD OF EQUAL QUALITY ORIGINALLY SPECIFIED.

IRRIGATION NOTES:
1. ALL PROPOSED PLANTED AREAS ARE TO BE IRRIGATED UTILIZING FULL COVERAGE DESIGN.
2. SUBMIT PROPOSED IRRIGATION PLAN TO THE LANDSCAPE ARCHITECT OR OWNER'S

REPRESENTATIVE FOR GENERAL REVIEW AND ACCEPTANCE.
3. PROPOSED IRRIGATION SYSTEM SHOULD UTILIZE ANY RECLAIMED/REUSED/GRAY WATER PUBLIC

SYSTEMS IF ACCESSIBLE.
4. SHOULD RECLAIMED/REUSED/GRAY WATER NOT BE AVAILABLE, BELOW GRADE CISTERNS OR

ON-SITE RETENTION PONDS SHOULD BE CONSIDERED FOR AN IRRIGATION WATER SOURCE. USE
OF PUBLIC POTABLE WATER SOURCE SHOULD BE A LAST CASE RESORT AND DESIGNED AS A
TEMPORARY IRRIGATION SYSTEM UTILIZED TO ESTABLISHED PROPOSED PLANT MATERIAL
THROUGH ITS FIRST TWO YEARS OF GROWTH.

5. PROPOSED IRRIGATION DESIGN SHOULD UTILIZE WATER EFFICIENT DESIGN TECHNIQUES SUCH
AS THE USE OF DRIP IRRIGATION, MOISTURE SENSORS AND RAIN SENSORS TO MAXIMIZE WATER
EFFICIENCY.

6. IRRIGATION CONTRACTOR IS RESPONSIBLE FOR INSTALLING AN IRRIGATION SYSTEM THAT
FUNCTIONS PROPERLY PER THE INTENT OF THE DESIGN. SHOULD THE IRRIGATION CONTRACTOR
SEE A FLAW IN THE PROPOSED DESIGN AND/OR FINDS A PROBLEM IN THE FIELD THAT WILL
NEGATIVELY AFFECT THE PERFORMANCE OF THE PROPOSED IRRIGATION SYSTEM, THE SAID
CONTRACTOR IS RESPONSIBLE FOR INFORMING THE LANDSCAPE ARCHITECT/OWNER'S
REPRESENTATIVE PRIOR TO INSTALLING OR ORDERING MATERIAL FOR THE PROPOSED
IRRIGATION SYSTEM.

PLANT SCHEDULE

NOTE: ALL DISTURBED AREAS NOT OTHERWISE PLANTED SHALL BE SEEDED.


